
Paralleled 6146 Modifications for DX-60

Power Supply Section

T1

HV
winding

D1/D2

D3/D4

1N5408

1N5408
56K,
5W

56K,
5W

R36

R37

R35

R34

C41

C42

C39

C40

100,
5W

22, 5W

100uF,
450Vdc

100uF,
450Vdc

40uF,
450Vdc

40uF,
450Vdc

350Vdc

700Vdc

Paralleled 6146 Finals

Drive - to
C11

20 ohms

20 ohms

Rd1

Rd2

Parasitic
choke

Parasitic
choke

6146 6146

5 5

3 3

6 6
7 72 2

1 1

4 4

1nF 1nF

47,
1W

47,
1W

4T
#18

4T
#18

C17A C17B

To C18 and
Plate RF choke

To Function
Switch (screen
grid line)

to 6.3Vac
filament
supply

To meter
switch 

R13
8.2 ohms,
1W

NOTES:

1. All unlabeled capacitors 
    are 0.005uF, 500V min.
2. Parasitic chokes made 
    by winding 4 or 5 turns
    of #18 bus wire around
    47 ohm, 1W resistor.
3. Rd1 and Rd2 necessary
    to prevent control grid
    parasitic oscillations.
4. Second 6146 can be 
    mounted so neutralizing
    stub wire will work for 
    both final tubes.
5. Crossed lines on schematic
    are NOT connected.
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